i he ie dav ig Stee? 
24" DIA. ALUMINUM DISH, can 
[be used in 1.9 to 2.2 Ghz 
|range as described in 8/79 

| Ham Radio article by KfJE 

| and K@FQA on an MDS recei- 


hl. L | SG-557/TS-621 SIGNAL 
solid-state design; made by | GENERATOR, 3.8 to 
General Electronics Lab. | 7.5 Ghz; similar to 
Has three heads: one play- | Hewlett-Packard 618. 
back only master head on one} Unit has internal 


‘APE RECORDER, 


rack and the other two, FM, CW, pulsed or | ving system for subscription 
playback and record on a |] square-wave modula- |} TV entertainment channels. 

second student track. Uses tion, Pulse rate | Feedhorn and mounting hard- 
standard %" audio tape on variable 40-4000 pps. jware can be fabricated from & 


upto 7" reels at speeds 34 Pulse width: 0.5 to 
and 74 ips. In practice, one| 10 usec. Output: 1.0 lsible such as reflector for a directional mi- 
igi can monitor the master "in- | MW into 50 ohms directly calibrated into mi- |crophone, child's snow saucer, or prospec- 
structor's" track while recording cro-volts and db. FM rate: 40-4000 Hz. Ex- tor's pan. Drilled, no hardware. 3 lbs net. 

he student track. The student ternal sine-wave sync: 40-4000 Hz, 5-50 Vrms | #24D-mMDS, $5.95 each, 2/$10.00, 4/$17.00 | 
played back simultaneously or amplitude, External pulse sync: 0-4000 pps, EARS 1h RMN re aie Mamas AB ee BB see | 
m the master track depending 5-50 V amplitude positive and negative; width Tee Sane 2 
election. The master track, | 0.5 to 2500 usec. Has 29 tubes including 
. one direction only, can be re-| 6256 klystron. Requires 105-125 VAC 50-1000 
erased by switching plug-in Hz. Size: 174x14x193, 110 lbs sh wt. 
student track heads. Besides | Used, reparable with output, $265.00 
1 usage, the recorder could be. MANUAL f/SG-557/TS-621, partial repro. $10. 
code practice of for sound-on- 
experimentation. Audio response 
-8000 Hz. Controls for student and 
, playback-practice select, 
other standard recording func- 
hree motors for very rapid fast 
id, audio level meter, footage 4 
built=in speaker, and four plug- |'t 
ds for audio, master audio, 3 
and bias oscillator. Uses 


/common components. Other uses pos- 


S$G-593/USM-203 SWEEP 
GENERATOR (Jerrold 
900C), 500 Khz to 
1200 Mhz with sweep 
widths variable from 
10 Khz to 400 Mhz. 
Has markers at l, 10, 
and 100 Mhz and at 


1 HONEYWELL VERTICAL GYRO 
ASSEMBLY #JG-7044N-2, all multiples of 
Single pitch and roll__| these within frequency range.plus..provision |... 
| gyro with 400 Hz motors, [for two external markers, Narrow sweep: 10 ‘ 
m mercury switches, etc. Khz-1 Mhz (VHF & UHF). Wide: 500 Khz-400 Mhz 
ator Gimbal freedom: 4360° \(VHF) or to 40% of center frequency (UHF). 
> and 2N3702 transistors. Tape (outer axis, longitudi- Output into 50 ohms: 0.25 V VHF; 0.5 V UHF. 
>t included; microphone and sche- | aa™ fe nal), #85° (inner axis, |attenuator 0-50 DB in 10 DB increments. Full- 
vailable, Requires 115 VAC 60 Hz. ¥ prc @ transversal). Erection wave, peak-to-peak feed=-thru detector has SWR 
lbs net, 40 lbs sh wt. = eas rate (2-6)° min. Also |iess than 1.3:1 upto 900 Mhz; 1,4:1 to 1200 
e, $49.50; checked, $79.50 400 Hz 19 motors 26 V (torque), 115 V (caging |mhz. Oscilloscope preamp variable from 2 to 

- : selenoid), and 115 V 21,000 RPM (power motor) |200 (46 DB) AC or DC coupled. 18 tubes in- 
Pick-up pots: 5.5K*ohm 455° (roll » LIK ohm cluding two 5675's. Requires 115/230 Vac 50- 


| +85° (pitch). Angular momentum: 6 .53x10¢ 60 Hz. Size: 19xl9xll14; 75 lbs sh wt. 
| gm em*/sec. Unit has “line of flight" moni~ Used, reparable, $250.00; Checked, $350.00 
_| tors for normal loft or alternate 0/S. 74x9 Operator's Manual w/schematic, repro. $10.00 


Ph RR EES 


JENNINGS, unused sur- 
piussy quanti ole: ltd. -- 


x63" 8 lbsynéty 12)1bs sh. Used, $35.00 


* * OK ok OF OK 
gan #UCS-375, 10-375 pf 


Bh oat ts 
ZM-4 RESISTANCE BRIDGE, 
|) portable Wheatstone 


, «100; BCD output at TTL levels 
Reset buttons; delayed or normal 
z crystal output jack and con- | : : iil saa > 
r external input. Requires 115 VAC ae deo } 

19x11, 17 lbs sh. Used, rep. $45.00 inet dor-ant power lines 


| to determine shorts, 
crosses, and grounds. 

| Resistance measurement 
| range 1 ohm to 1,011 M-. 
| ohms -0.15%; Resistance ™ 
| box range: 0 to 10,110 
| ohms, 16-500 MA. Galvanometer 

indicates degree of balance in test circuit. 
| Requires three "D* cell batteries. Also 22.5 
to 200 VDC for more accurate readings above 
1000 ohms. Operating instructions included. 
52x?3x82, 12 lbs sh. Used, reparable, $45.00 


a 9x34 d, 4 lbs $90. | 
#'VMMHC-650, 30-650 pf, 55 KV, 125 
A-rms; 17x84 dia., 20 lbs. $350. 
‘| fUCSL-1000, 7-1000 pf 5 KV, 42 A. 
rms; 72x3q dia., 4 lbs. $100.00 
#UCSXF-1100, 12-1100 pf 10 KV, 50 
A-rms; 10x44, 7 lbs. $115.00 
#UCSXF-1200, 10-1200 pf 15 KV, 50 
A-rms; 10x43, 7 lbs. $130.00 
|#UCSL-2000, 20-2000 pf 5 KV, 42 A 
rms; 83x34 dia., 6 lbs. $125.00 


| DC POWER SUP- 
| PLIES--NEW-- 
* Ok OK OK OX 


#FPS-4, fil- 
$12.95 2/$22. 
ulated 13.8 VDC; 

18.95 ea. 2/$35.00 


‘ed and reg 


RETURN POSTAGE 
GUARANTEED 


PAID 
_ Lima, Ohio 
Permit No. 74 


Vans 


IL with four p 


o 5 ES 0, fe R i ESA ar 
Lema, ioe 1 AIR INDUCTANCE CO 
GA De R ae fm spacers; 22 turns #12 plated copper 
AAU 4 Qy fi fee Wire, approx. 19 uHY. 33" lg. K 25" 
227-6573 SMB aia.’ Removed f/equip. #SK22-12, $2.75 
OK KK KR KK KOR KK 


ati aes 


lastic 


* Ok kK OK OK OK OK OX 


BB-600 NICKEL-CADMIUM BATTERY, 
CELL, 1.2 V 34 A.H., 2 hr rate 
34x8zx1lz, 5 lbs. Used, $5.95 
BB-433 BATTERY, 19 cells total 24 V. 34 A.H., 
m2 hr. rate. 14x10x7, 64 1bs sh. Used, #69.50 
Be a ee 


5 
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PRINTER MECHANISM 


MATRIX PRINTER MECHANISM, _ 
precision German-made - 
mechanism used in a ey 
U.S. assembled matrix. ™=’ 
printer which had omer 
speeds upto 180 CPS 
bidirectional, 0-132 
or 0-158 columns. In- 
cludes single platen, ribbon 

drive, motors, belts, paper guides, etc. In 
26"Wx83"Hx20"D beige plastic case with cast- 
aluminum base. Cover lifts for easy access. 
Add your own control/interface electronics 
and print heads and make it operational. 

75 lbs sh wt. #MPM/MI2, unused, $125.00 


#MPM-2P/MI2 MECHANISM, same as above except 
with dual platen; 80 lbs sh. Unused, $250.00 


PRINTER CASE only as above, #MPC/MI2, $25.00 


PRINTER STAND for the above or other items. 
25° high with 13"x24" top support for bolting 
on desk top or cabinet. Space behind foot 
panel for storage. Welded steel construction; 
chocolate brown. O/A 25$x24x21, 38 lbs sh. 
Shipped bus or truck only. #PSD/MI2, $25.00 
ee ee ee ees eS tp Pe Ceo 


IDATANETICS KEYBOARD as used , WEVA 
with matrix printer. 75 keys’ ean, 
ASCII encoded. Requires -5,/ . 

-12 VDC. Assembled keyboard ~~~“ : 


with unassembled, unpainted enclosure. Edge 
connector, hardware, pinouts incld. $89.95 


ACCURAY SWITCH DEVICE 


ACCURAY DIGITAL SWITCH, .. : : 

has access key lock thats . 
actuates a SPDT switch 
connected in circuit to 
a lighted push button 
"enter" switch. Unit al- i 
so has four section deci- : : 3) 
mal-coded thumb switch--each section numbered 
0 thru 9--and 15" input/output cable with 
connector. In 8x4x5 steel case with flange 
mount. 8 lbs shwt. #ACCU-DS, used, $12.95 


115 VOLT AC-DC MO- ~& 
VROMMON@o—E TOR, starts at 15 
VDC; runs counter. 


clockwise. 3" dia X 5%* lg plus 
5/16" dia X 1-1/8" 1g threaded 
shaft. 5 lbs sh. #AC-DC-R102, unused, $4.95 
115 V AC-DC MOTOR, starts at 25 VDC, runs 
clockwise. 2ix3x4g plus 5/16" dia K 1g* long 
machined spiral shft. 3 lbs. #AC-DC-H102, $3. 


#217D-244 CONTROLLER 
directed electro-mechan 
_functions of prin 
“(e-gee P8085 MPU with 5.714: 
pe crystal, 2/8255A pro 
GOB madle peripherial in’ 

Be iting Ma face, 8253 progra 
BESS j EF interval timer, 82 
' I/0, 4/8205 one of 
coder, nine 3341 FIFO shift regis 
RAM, 7400, 3/74LS00, 7418125, 74 
for 6/2708. +12, -12, +5,-5 VDC req. 


Mem P8085 PROCESSOR PCB 


#217-246 PROCESSOR CPU, 
has P8085 w/5.185 Mhz 
crystal, 8255A, 8212, 
8253, 3/8205, 4/2114 RaM, 
741S00, 741802, 741532, 
741893, and 7418244. Also 
sockets for 4/2708 EPROM. || 
Requires +5 VDC (plus +12 ™ . 
and -5 VDC for 2708's). Original 
Datanetics keyboard; 10x7. $75 


27 VDC 10 AMP 250 RPM MOTOR 
with brake which actuates ¢ 
when DC input is approx. ; 
5 volts. Duty cycle 0 sec Qo 

on, 300 sec off. O/A 22x2$x6z™plus 7/8" long 
X 3/8" dia. shaft. 5 lbs sh. #2312-6, $7.95 


PRINTER INTERFACE PCB 


OK OK OK OK OK KK OK OK OR OK OK OK 
| ame oe : 


4 


: BODINE 1/12 HP GEARHEAD 
sm MOTOR, 115 VAC 60 Hz 2 amp 

motor, 1725 RPM. Gearhead: 

175 RPM 10:1 ratio, 21 lbs 

-inch torque. Overall size: 9x ‘nt 

cert ee eee MECHANISM PC BOARDS BE Ohi oa: 

= ae; : 3/8205 decoders, MC14411 baud 3 


GE #5BC48AB550A 4 HP DC SHUNT COMPOUND MOTOR, 4/2111-4 256x4 RAM, 4/4804 1024x 
# : : 74196, and 741904, Also four 8 


armature 115 VDC 2.1 A; field 40 VDC 1.2 amp. aPC, 

1140 RPM. Double end shaft 2x5/8 and 4x5/8" switches for baud rates 75-110 f05-150-200- 

dia. Casing 11$x6#" dia. 60 lbs sh. Used $35. 300-600-1200-1800-2400-3600-4800-7200-9600 
ae = and sockets for 2/2708 EPROM. Prov t 


LS-33 AUDIO TRANSFORMER, 10 
Sm Coee WOsWmmennz-40 Khz 20 watts. Pri: 50- 
125-200-333-or 500 ohms. Sec 
500-333-200-125-50-30-20-15-10-7.5-5-2.5- or 
1.2 ohms. 44x43x33, 10 lbs sh. Used, $12.95 


. #217D-242 CARRIAGE-RIBBON 
* MOTOR DRIVER BOARD, provided 
outputs for red/blk ribbon 
solenoid, ribbon motors, and 
carriage as well as voltages 
for Processor, Controller, 
and RAM PCB's. Has power 
transistors 6/TIP142, 3/TIP- 
140, 3/TIP145, 2/TIP2955, 
2/IM320T-12, 2N3055, and related transistors 
and 74-series IC's; +40 #5 +9 VDC req. $16.95 


TRANSFORMERS #217D-243 PAPER FEED #1/ 3 
HEAD DRIVER PCB, provides : 
outputs for printhead needles, & 
voltages for carriage/ribbon | 
motor PCB, I/O for optical 
clock, and output to paper 
feed #2. Has transistors 13/ 
TIP142, 2/TIP145, 2N5055, : ma 
4/MP1455P IC's, and 16/74-series IC's. 
guires +40, #9, +5 VDC; Gex85. $18.95 
ek eK RE ak eR PK Roe Rk kK ek 
% PRINTER POWER SUPPLY as 
used with above. Has AC 
' outputs 2/24, 6, 18, 42- 
2 14-0-14-42 V from 115 VAC | — 
60 Hz input. DC rectifica- 
i "=== tion required for proper |’ 
voltages. Also has line filter for external bi 
fan, relay for cover interlock, and two fuses.| , 
11x6x4, 18 lbs sh wt. #803-101, $17.95 é 


Commercially designed PC 
Niet ViOh-® @eme@s= a boards w/position info; 
less components. 


#217D-101 EPROM BOARD for eight 1702A EPROM, 
4/7404, 2/3404; w/edge connector, $400 $3. 

#217D-136 2K RAM BOARD for sixteen 2102 RAM, 

7/7404, 7420; with edge connector, $5ea $4. 


additional 2/2708, 4/4804, 8251, 
ary transmit-receive components. 
-9 and +5 VDC; 753x104. $85.00 
#217D-249 SERIAL INTER- 
FACE, has 8212 &bit — 
_|input-output port, 8251, 
MC14411, 75188, 75189, 
741S08, 741S10, two 
7415245, 1.8432 Mhz crys- 
tal, five 8-place DIP a (ea 
switches for baud select as on #21 
terface. Provision secondary xm: 
components. -12 +12 -5 


M 411 115 Vac 60 Hz primaries 


unless noted otherwise. 
BE ok nk eka NDE ke ake ok 


#292-5655, 2/6.3 V 8 amps, 
ie Geo) Vio7.0 A, 6.0 0,5 WA der 
4x5, 14 lbs net, 17 lbs sh. $9.95 
#PR6412, 24 VCT 15 amps or 12 VDC 30 amps 
full-wave. Runs hot; ventilation required. 
Compact size: 44x44x33, 14 lbs sh. NEW $15. 
#80-120003-2, 30 VCT 10 amps; 3%x33x3-1/8, 
5 lbs net, 7 lbs sh wt. NEW, $10.95 
#80-120002-01, 30 VCT 15 amps; 43x5x3g, 12 
lbs net, 15 lbs sh. NEW, $16.95 
#80-120002-03, 30 VCT 30 amps; 53x4ix43, 16 
“lbs net, 20 lbs sh wt. NEW $29.95 
¥SKN-300-500, 300 V 500 MA, 6 V 2.5 amps, 5 V 
1.5 amps; 35x4£x4, 13 lbs sh wt. $7.95 


#RGP=35, 1280 VOT 350 MA, 6.3 V 7 amps, 5 V 
4 amps; 5$x43x53, 22 lbs sh wt. $16.95 
#NE6114781, 220 VAC 60 Hz primary; 10 VCT 75 
amp secondary. Requires 6 mfd 660 VAC capaci: 
tor. 64x44x5s; 20 lbs net, 24 lbs sh. $16.95 


COMPUTER GRADE 
16800 UF 75 WDC (atiim arto r) 
dia, NEW $4.50 


* Kk OK OK OK OK OK KK OK 
20 MFD 600 VDC or 330 VAC, 3$x44x24, $3.00 ea, 


C8008-1 CPU, $9.95  8080A GI 
P8085 CPU, 12.95 8805 de 
&12 8-bit 1/0 1.90 2102 RAM. 

2111 RAM $3. 4/#10. Me $4 
2716 EPROM 5 V. $18. AY5-10 
3541 FIFO $4.50 4/$16. FRI-5 
1458 dual op-amp 3/$1. RC4558 dua’ 
7400/7404/7408/7410/7440 one t 
OK KR OK OK kK Ok Ok Ok Ok Ok Ok Ok Ok Ok, 


MPS6513 equivalent (Motorola w 
NPN RF, transistor; 30 V, to 3 
TIP142 NPN power xsistor, 
VaARO VTA200/S, 200 V 25 amp full ve 1 
fier; c.t. cathode, stud mt. $1.00 ea 
1N3890 fast recovery rect. 100 V 12 s 
7808UC voltage regulator, 8 V 
2N3055 NPN transistor, 60 V 15 


RF POWER LOAD 


BIRD MODEL 8201 RF POWER TERM- 
INATION, DC to 2.4 Ghz 500 W. 
50 ohm impedance; type N con- 
nection. 83x6x17, 25 lbs sh. 
Used, $85.00 

OR OK OK OK KOK OK OK OK OK KOK OK KOK ORR OK OK OK OK OX d 
MARCONI TF-1066B/1 AM-FM SIGNAL GENERATOR, 5 : a 
10-470 Mhz in five bands; 0.2 uv to 200 mv COPPERCLAD 
¥ output. ti; 6 bs. ees fe : : - 
fale. 2280x208 ible a0 Pp Rackmount; 60 lbs. Used, an as $595 Siueie-stdewe 


#410-3, 2x5 amps 125/250 Vac 50-400 Hz; four é mh 2 _-——s ing board for 
solder terminals. 2x25x1Z, 1 lb. $1225 ea. MEGGER GENERATOR rv _ circuits. Pher 
#IN17-4439D, 20 amp 110/220 VAC 0-60 Hz; 8 ee eabepar oe ; 
screw terminals. 3-1/8x43x1-7/8, 3 lb. $3.95 noted. 
#A2240, 3x75 amps 250 Vac 50/60 Hz; six stud 
terminals. 12x10§x44, 25 lbs sh. $24.95 


RF LINE FIL 
ke a DeTS 


9 #513-3405, 2x3 amp 125 VAC 
i 60 Hz; four solder termi- 


TERS, unused, 
* OK OK OK OK OK 


eS es 


GENERATOR from Megger Ohm Meter — 
such as I-48 or similar. Cranks 
up to 600 volts. Use with cau- e 
tion; shock can be harmful In 17x20(d) 3.00 15x22 3.50 
#537-6615, 55 amps 30 VDC; two stud terminals.|plastic case with meter removed. Y | FIBA 6x13 1.00 43x24 1.25 
4x5x2, 3 lbs sh wt. $2.95 8x7x52, 13 lbs. #GEN/I-48, $18.00 13x24(d) 3.25 -Buy 5 or mo 
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va wy : y, 9 


Pu# Size Price 
4x18 


CV-591 SSB CON- 
“VERTER, same as 
PTMC MSR-4. Used 
pwith 2-32 Mhz 
j receivers with 
455 Khz IF's 
such as the 
| S90A and the SP- 007%. Operates upper and 
Label SSB, AM, CW, FSK, and FAX. Input volt- 
age: 0.1 to 16 V-rms. Input impedance: 240K 
Bhat Bandspread -3 Khz. Slow/Fast AVC speeds 
b , remains constant within 9 db with 40 
nge in input. Output imped: 8 or 600 
ms. Requires 115/230 Vac 50-60 Hz. 52x19 
28 lbs sh. Used, reparable, $145.00 
for CV-591, partial repro. $8.50 


100-TURN COUNTER WITH CRANK, 
turns from 0.1 to 99.9; front 
plate 3°xo",. Shaft 24"L x i" 
dia.; coupler included. Gray or 
black as available. 3 lbs sh wt. 
' #939-COUN, removed, $14.95 


O-TURN COUNTER WITH SPIN KNOB, turns 

0.1 to 9.9; front plate 3"x3", Shaft pdt 
; x £" dia.; *w/coupler. » Gray or black as 
available. 2 lbs sh. #939-COUN-10T, $10.95 


jf ROLLER INDUCTOR, 13.8 uHy; 24 
‘£3. turns #12 tinned- -copper wire 
ein o4°L x 2" dia. colle Rol= 

* ler contacts; less coupler. 


RyShatt 3/8"L x 4" dia. Overall 
— 5x5x6; 8 lbs sh wt. 
poner ed: $15. 95 


size: 
#939-144-MED, 


ROTARY INDUCTOR, 103 uHy; 61 
turns #10 tinned- -copper r 
wire form 8£*L x 3-3/8" dia. — 
coil. Sliding contactor 
type; with coupler for q 
dia. shaft. Overall size: 
8x8x14, 23 lbs sh wt. 

#939- L6-LG, removed, $25.00 


ROLLER INDUCTOR, 5.5 uHy; 11$ turns #12 ‘TC 
wire in 13"L x 2" dia. coil. Roller contacts; 
less coupler. Shaft 3/8"L x 4" dia. Overall. 
3x4§x42, 8 lbs sh. #939-11.5-S, $10.95 


ROLLER INDUCTOR, 1.3 uHy; similar to above, 
but 53 turns #12 wire. Ubng- L5-SM, $6.95 
"| RF AMMETER, O-15 RF amps using internal 
shunt; 34" round. #939-15RFA, used, $16.00 


T-19/ ARC- 
to 4.0 Mhz; part of the 
Command Transmitter Series 

s with designed output of 40 

i watts CW, 15 watts phone. 

i Sets of this Series have been 
modified for considerably 

| higher outputs. Modulation 
originally obtained from 
either BC-456 for one tube 
modulation or from MD-7 (not 
available) for push-pull. 

9 "eye" tube for tuning and crystal- 
bration plus tubes 2/1625 and 1626. Re- 
75-600 VDC 175-200 MA and 24 volts. 


in 


12 pf 20 KV, $8.00 50 pf 32 KV, $12.00 - 


* * * K * KK KK OK * OK * KO 


BC-939/TN-339 ANTENNA TUNER as used with 2 
to 18 Mhz 400 watt BC-610 transmitter com 
prised of components described above, AN 
143x23%, 75 lbs. Gov't. reconditioned, $100. 


* * * * 


0 to 6.0 Mhz ith dial. gg 
e tuned with spin Oe 
knob or with spline shaft 
s tubes 3/12SK7, 12SR7, 
and 12K8. Requires 


VACUUM CAPACITORS, used. "Unused,” add $6 ea. | 


ae 
F-237/GRC BANDPASS FILTER, designed to oper- 
ate from 54 to 70.9 Mhz using dial tuning. 
Bandwidth: 250 Khz @ 3 db points or 4.5 Mhz 
@ 40 db points. 50 ohm output and input im- 
pedance. Unit consists of a 3-gang variable 
Capacitor coupled to 3 sets of three sealed 
cavities. Type C connections. F-237 has con- 
version possibilities for 6= and 2-meter 
amateur applications. An article about these 
by W. Tucker, W4FXE, is to appear soon in 
Ham Radio Magazine. Sxllé x11, 17 lbs. $19. 95 


BANDPASS FILTERS, gold-plated 
twin-tuned cavities designed 
originally for use with R=417/ 
TRC-24 receiver. Conversions 
-by W4FXE of these units for. 
jamateur usage appeared in 3/80 
Ham Radio Magazine. Hach fil- 
ter has tuning controls and 
type N connections. O/A 64x23 
x114, 7 lbs sh. Unused, $17. 50 


No. FREQUENCY CONVERSION 
F-195/U 163-184 Mhz 220-225 Mhz 
F-196/U ° 184-205 " 220-225 " 

| F-202/U 314-344 " 420-450 " 


2/80 or 3/80 issue Ham Radio Magazine, 

KOK OK OR KOK OK KK OK OK OK Ke KK? 
other filters, used only @ $14.95 each: 
F-199/U 224-254 Mhz F-203/U 334-374 Mhz 
| F-200/U 254-284 " 


F-204/U 374-404 " 
| F-201/U 284-314 


$2.00 
* OK 


LJ 


F-241/U 75-84 n 


[as TDC 60 MA and 24 V. 
an be operated from 24 
when used with DM-32 
| dynamotor. 9xOx11, 15 lbs 
|sh wt. Used, less dynamotor, g2l. 95 


R-10/ARC AIRCRAFT RECEIVER 
for the broad cast band of 
520 to 1500 Khz AM. Unit 
does not have dial; de- 
signed for remote tuning 
using spline shaft. 239 Khz | 
I.F. With tubes 2/14A7, 14571 end and one across the back, Two-button snap 
4R7, 14F7, and 12A6. Re- | cover. 0/A 13"Hx143"Wx5"D, 5 lbs sh. $5.00 
pquires 250 vD¢ Good, $23.92) | BO-169 WAIST BAG, lo*Hx5"itxS"D; has three 

: = be | snap cover and 25" belt loops. "Handy tool or 
REMOTE TUNING CONTROL fir ARC-type re-| instrument bag. 2 lbs sh. #2. 50 ea. 2/$4.00 
rs. Has 190-550 Khz dial (can be re- = = et ee 


er straps, large cen- 
tral compartment, and 
three small interior 

pouches--one on either 


scaled) and volume control. Unused, $7.95 wea 
i 15 SPLINE SHAFT, 6', $1.50; SPIN KNOB, $3 | : 
- | DM-32 24 VDC dynamotor #/ARC-5 rec., $4.95 


24 VDC dynamotor f/ARC-types,_ $4.95 
VAC 60 Hz POWER SUPPLIES with speaker 
‘or Command and ARC-type receivers, $27.00 | 


Ta! 


WESTON MODEL 461 ‘CURRENT TRANS= 
FORMER, for use with AC instru 
ments as multiplier. Allows 
ranges 1000/500/250/100/50/25 
amps in primary to 5 amp sec- 
ondary. Unit has secondary 
short-circuiting switch. Black 
bakelite case. 8x62x2£, 11 lbs 
sh wt. Used, $35.00 


MALLORY #SNP428 
SONALERT, 4 to 28 
vpc, 2900 Hz cont., 
64-78 db. Snap-lock 
3 amit balncOul.O6o. dla 
x1-5/8" dia. Similar to picture- -#4. 95 


yet Sy 
TV-7 TUBE CHECKER, 
‘portable unit tests 
most military and 
}Older commercial re- 
ceiving and low-power 
transmitting tubes. 
Indicates dynamic mu- 
tual conductance, 
f ~ emission, gas, noise, 
S} Test. sockets for octal, loctal, 
-pin, 7- and 9-pin miniature, 
at and round subminiature tube base 
ith tube test data book. Requires 
50-1000 Hz. 64x8$x15$, 22 lbs sh. 
used-reparable $40. Checked, $65.00 
re recent version but checks same 


TS-433B ELECTRONIC SWITCH, 
provides two independent time 
bases for an oscilloscope-- : 
allowing for the simultaneous 
display and comparison of two 
signals. Unit also functions 
as square wave generator and 
as a DC chopper amplifier. 
Expands the capabilities of ec 
AC-coupled scopes. Switching rate: 10-2000 
times/sec continuously variable. Freq. re- 
sponse: 0-5000 Hz. Scuare wave generator 
| range: 10-500 Hz with amplitude variable to 
30 V p=-p. Input impedance: 1lOOK ohms. Out- 
} put imped: 50K ohms. Max. signal output: 
Used-re arable, $60. Checked, $85. | 75 V. p-p. Requires 115/230 VAC 50-60 Hz. 
-7, $7.50; Adapters for 2039, for | 10x8{x13, 30 lbs sh. Used, reparable, $29.95 


for sub-mini long lead, $7. 00° each. 


MINIMUM ORDER 55. 


CW-420G CARRYING CASE, 
’ backpack-style canvas 


has adjustable should- 


| MANUAL f/TS- 433, partial reproduction, $8.50 


I-81 RAD COMPASS INDICATOR, 
13% dia. 360 degree scale in 
Jincrements of 5 degrees. Can 
e used with selsyn(s) to in- 
sdicate wind direction or as 
fan antenna position indicator 
as described in K1TX's Sept. 
'79 article in QST. Requires 
24 V 400 Hz or 12 V 60 Hz. 

2 lbs sh. Used, $8.95; connector, $2.50 


| ID-91/ARN INDICATOR, similar to I-81 except 
2 degree increments. Reconditioned, $14.95 
T-82 INDICATOR, 5% dia. 1 degree increments; 
4 lbs sh wt. Used, $16.95; Recond. $22.95 


I-112 INDICATOR, same as I-82 but with ref- 
erence pointer set, used, $20.00 


| MN-42C INDICATOR, similar to I-82 except has 
dual azimuth dials and two AY-1 selsyns. 
Used in aircraft having two separate antenna 
loop systems. 5 lbs. sh. Used, $22.00 

x OK OK OK OK 3 aKa 2k ROR OR ok 
SPERRY #5663642 SELSYN as used in wind and 
antenna position projects. Unused, $2.95 


| 


* 


* OK Ok OK OK Ok 


DAV-2 PORTABLE TRANSCEIVER with direc- 
Seon tnd er, circuit; operates on single 
» channel between 2.3 and 4.5 

_ Mhz @ 200 MW. Has controls 
» for receive, transmit, and 
sense. Also water-tight 0O.D. 
plywood case, JK-26 phone 
jack, connection for T-45 
mic, FT-243 crystal (no fre- 
quency choice), book, and 
tubes 3/384, 2/174, 1R5, and 
185. Requires 67.5 VDC 3 ma, 135 VDC 19 ma, 

6 VDC 30 ma, end 1.5 VDC 225 ma. Size: 10x 

3x10, 8 lbs sh wt. Used, $10.95 

++We will ship matched frequency pairs when 
two or more DAV's are orders.++¢ 

ACCESSORIES which can be used with DAV-2: 

T-45 LIP MIC or T-30 THROAT MIC, unused, $3. 

CC1-49559 HEADSET ASSEMBLY consisting of 

cloth helmet with headphones, unused, $4.95 

H-62 HEADSET, used, $4.95 


antenna not included 


CW-51071 LIP MIC, used w/H-62; unused, $3.00 


CC1-66081 ANTENNA, seven section 15"-85" 
collapsible-telescoping, $1. 50 _w/DAV purch. 


00 
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0.2 TO $30 MHZ SSB 


G133 HF RECEI- 

VER, 0.2 toa 

30 Mhz SSB, 

AM, & CW in § 

thirty con- 

tinuously 

tunable 

bands. Set Sn : . 

is a Collins 51S1 receiver repackaged by 

LTV-Temco for military airborne use. It has 

extended lower frequency range plus a jack 

for a i4- 600 _Khz berg AM BFO, and extra 
st 


iable from 465 ‘to 515° Khe 

CW-LSB-USB-AM, Rejection Tuning,..and meter 
switch RF--10DBM-ODBM, Input” "“{mpedance: 50 
ohms. Audio output Gmbed: 4 oF’ 600, ohms. 
Matching®phone patch impeds 500-600 ohms. 
With tubes 5/6EAS, 3/6BA6, 2/12AX7, 2/6156, 
6CD6, 5670,°6BF5, and 6AK6. Requires 115/230 
VAC 50- 60 or 400 ree also 24 VDC 168 ma for 
the AM BFO only. 64x184x13; 40 lbs sh wt. 
Used, reparable, $695. 00; Checked, $850.00 
COLLINS 51S1 MANUAL, $15 *w/purchase of G133. 


COLLINS 250 


250 Khz IF ASSEMBLY from Col- 

lins 618S-1 transceiver. 

Has 250 Khz mechanical fil- 

ter with 6.7 Khz width and 

tubes 3/5749 and 2/5726. 
£x6x3i, 3 lbs sh wt. 

#1¥F250- 67/618S1, used, $12.95 


250 Khz IF ASSEMBLY from - aaa 
RT-311/ARC-38 transceiver. Similar to above 
but with two mechanical filters--one 2 Khz 
width, the other 8.5 Khz. #IF250/ARC38 $24.95 


250 KHZ CRYSTAL OSCILLATOR 
from Collins 618S1. Has 250 Khz 
BFO oscillator coil, crystal 
oven with CR-46 250 Khz crys~_ 
tal, and 2/5749 tubes. 4$x6x1z, 
2 lbs sh. #0SC-250/618S1, $12. 


OSCILLATOR 


* TRANSISTORIZED CRYSTAL 
OSCILLATOR & BUFFER 
ASSEMBLY, 56 to 99 Mhz 
- with trimmers for OSC 
and BUF. Temperature controlled oven with 
HC-6 crystal holder. Has BNC connection and 
2/submini 27 (UG-1465) connectors. Also DEC- 
9P connector. 64x2x3i, 2 lbs. #0SC99828, $10. 


SWITCH 


DATA CONTROL & 
INDICATOR PANEL, 
an excellent 
source of com= 
ponents such as 
switches and in- 
dicator lights. ren Res 

Has seven hexadecimal rotary switches with 
skirted knobs marked 0,1,2,...,D,H,F; one hex 
switch 0-7; five rotary switches (one each 4- 
5-, and 6-position, two 8-pos.) with one se- 
lected position open--all others making; two 
SPDT push switches; twelve SPDT toggle switch 
es; and seventy 4 V 47 MA indicator lights-- 
mostly with white plastic lenses. Panel size: 
112x27x2, 15 lbs sh wt. #DC-IP/NCR, $19.95 


% e 


loge 


Syst ee es vy 


. << 


aides, ali 


WEBCOR RECORDER 


WEBCOR TAPE RECORDER, plays 

' and records @ 3£ or 7% ips; 

accepts upto 7" dia reels. 

Has standard features fast 

“) forward/rewind plus edit 

lever, footage counter, and 
20-0-20 record level indica- 

f j tor. Also mic, bridge, and 
external speaker jacks, and built-in speaker. 

Monaural use only; 100-10000 Hz response @ 

7% ips. Mic input impedance: 500K ohms. With 
tubes 12AU7, 12AX7, 6X4, 6BQ5, 6HU6, & 7025. 
Requires 115 VAC 60 Hz. 13$x124x7; 32 lbs sh. 
Units checked for basic playback/record; may 

need further adjustments. Mic and reels not 
included. #WEBCOR-173B, used, $39.95; MIC $6 
w/set purchase. MANUAL, partial repro, $8.50 
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INFRARED BEACON 


US/X9B NAN IN- 
FRARED BEACON, 
originally 
used on land-_ 
ing craft or 
on shore for 
clandestine 
Signaling. 
System con- 
sists of gray 
painted brass 
lamp assembly 


with 100 watt 12 VDC bulb and 
45° dia. & 4" 


high infrared glass dome, con- 
trol box with manual signaling key (provision 
for automatic key), two section brass and — 
wood 63" mast, 25' power cable, and steel 
spares box containing extra bulb, dome, and 
hardware. Infrared-sensitive optics required 
for detection of this beacon. Instruction 
book included. Stored by gov't. since 1945. 
Re-boxed in two 27 lbs cartons. Unused $29.95 


MRG-66 R/ 


MRC-66 SUB- 
= SCRIBER SET, 
PB Magee) Sesigned by 
“eee —) Motorola as 
. ‘ part of full 
duplex SSB mobile wedioatelephone system 
which transmits at 156 or 166 Mhz, receives 
at 156 Mhz. Each set has two channels plus a 
conference channel. (156 Mhz was used simplex 
if the central switching installation became 
inoperative.) Transmitter consists of SSB 
generator, oscillator, mixer, two driver chas- 
sis, and two power amp chassis--one 156 Mhz, 
the other 166 Mhz and each with 4CX500 tube. 
Cavity tuning used in driver and P-A sections 
Receiver has two RF amps along with IF, fre- 
quency correction circuitry, oscillators, two | 
tone decoders, etc. Transmitter has 25 tubes; 
receiver 35 tubes. Both have ringing and busy 
signal circuits. Also included in set are 
power supply, 24 VDC 30 amp dynamotor, cables 
and rack. Control box which is necessary is 
not available. Size: 153x6x18 (rec. and trans 
Units each), 94x6x17 (pwr supply). Shipped in 
wood crate as received from gov't; 250 lbs 
sh wt. MRC-66 SUB-set, w/schematics, $250.00 


MOBILE FM 


RADIO SET 
AN/VRC-52 MOBILE FM 
TRANSCEIVER consisting 
of R1146 receiver and 
T-891 transmitter-power 
supply. Units designed 
to operate from 12 or 
5 24 VDC on a single 
eye ens tae channel in the 132-152 FM 
Mhz range. Power output approx. 22 watts 
using 6885 tube in P-A final. Transistorized 
receiver has 4" speaker, 4-pin Amphenol re- 
ceptacle for mic, and controls for on-stand 
by-off, volume, squelch. Transmitter has con- 
nection for PL-259; controls inside for PA- 
plate, antenna coupling, and antenna tuning; 
and tubes 6883, 6AK6, 2/6BH6, 6BJ6, and 12BR7 
W/interconnect and power cables; manual not 
available. Comco mfg. Size: 7x4gx54 (R1146), 
12{x6x7 (T891); 20 lbs sh. Used, $65. 00 ; 


R-399 DF RECEIVER 


R-395/PRD-1 RADIO DIRECTION- 

FINDER, 100 Khz to 30 Mhz 

AM, cw, IcW in seven bands; _ 

FM over 12.5-30 Mhz. 34 Khz 
bandwidth. 100 Khz crystal 
calibrator for bands 1-2-3 

(100-1200 Khz), 13500 Khz 

bands 4-5 (1.14-5.8 Mhz), 

and 4000 Khz bands 6-7 (5.5- 

30 Mhz). Has two tuned RF 
amplifiers using two 6AK5's. 

Also 7/1U4, 1R5, 2/1U5, 6¢4, === 
3@¢4, and 3A5. Originally employed + 
diamond-shaped AS-536 loop antenna hee avail 
able) consisting of four 3' sections and a 
center diagonal rod mounted to receiver's 
top. 1.5, 6.3, -6, and 90 VDC required. 18%x 
13x133; 64 lbs net, 75 lbs sh. Used, $95.00 — 
Schematic, $3. MANUAL, partial Tepro., $12. 


TS-971 TEST SET, similar 
to Motorola T1150-seric jj 


JFM station monitors. | 


Consists of unichannel 
sensicon control recei- 
ver, WW receiver, ; 
squelch kit, power sup- 


—s ply, and two 42x4% panel 


meters--one for 15-0-15 

Carrier Frequency (KC) or Relativ 
Strength (ua), the other 0-20 K 
deviation oro?-0-+6 DB Line Lev 
signed FM transmitters in 150. 
range upto 50 watts output a 

450 to 470 Mhz range. Carrie 
mined by selecting 150, 155, 16 
reference crystal for contro 
channel crystal for the differ 
the reference crystal and the t 
quency. Any deviation is ind: 
meters. WWV receiver selecta 
and can be heard on built-in 
WW section also has 5 Mhz c 
for calibrating control rec 
to unit's 26 tubes by front 
lift top on cabinet. Shipped 
150, 155, or 160 Mhz reference 7 
alternate). Size: 21x104x134 58 
Used, reparable, _ $65. Extra ret : 


PEDANCE BRIDGE, designed to 
measure the inductance and ‘ 
storage factor (Q) of 

coils, the capacitance 

and dissipation factor OR 
of capacitors, and the 
AC and DC resistance One 
resistors. Resistance: i 

1 m-ohm to 1 M-ohm, 
Capacitance: 1 pf-100 mod. 


Inductance: 1 uHy-100 Hy. Dissipation 


0.002 to 1. Storage factor Q: 
Unit is four arm impedance br 
standards, and has 1000 Hz 
Measurements read directly on 
four 76 ary cells or 6 VDC 1 
12x20x83; 34 lbs sh. Used, r 


GENERAL RADIO 650-P1 OSCILLAT 
provides vacuum tube generated 
for GR-650A for more accurate 
also allows 115 VAC 60 Hz op 
bridge. Fits into battery b 

6 lbs. Used, ed 0O when pu: he 


' Sweep: 3 to | 

pedance: 9 mego 
eine Soliéuatic incld. Requires 
Hz. 92x93x17, 24 lbs sh, — 


HIGH FREQUENCY 


ME-180/USM-116 VACUUM 
TUBE VOLIMETER for volt 
Measurements at frequen-§ 


¥| cies upto 100 Mhz with 
(| probe and to 700 Mhz 
‘|when used with coaxial 


T-connector (not avail- 

able). Measures 0.01 to 

300 V-rms in six ranges; — 

0.02 to 1000 VDC in ‘ 

seven Tanges; 0.02 to 

1000 MA=-DC; and 0.2 to 1000 mego 
impedance: 8 megohms (20 Hz); 6 
shunted by 1.5 pf @ 50 Mhz. Di 
100 megohms. Unit is electro 

to HP-410B. With basic. test 
3/6AU6, 6X4, 

quires 115 Vac 50-60 or 400 Hz. 
lbs sh. Used, reparable w/o access 
Checked, without accessories, $a 


| MANUAL for USM-116, ethae + ee 


